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16 Modeling the hull38 Finish on the central deck and cockpit steps

38Fit the 12 eyebolts 86 to three sides of the mainmast holes, the side pin-rails 201 with nine dowels and with
seven dowels 202 made in Step 33. Glue the lengthwise battens 217 and 218 in the cockpit . Make four stairs

of seven steps 219 with the left sides 220 and right sides 221, according to the measurements indicated. Glue the
steps on the corners inside the cockpit.

86

202

202

201

201

218

217

219

220

219

221

219

16mm 16mm 16mm 16mm

14mm



42  H
M

S SU
RPRISE: ST

EP BY ST
EP

16 Modeling the hull

39Stain the upper frames 222 and 223 of the cockpit and, when
dry, glue them in place. Fit the five beams 224. With the battens

225, 226, 227 and the columns 228, shape and glue the stern rail of the
cockpit. Build the two side handrails with the batten 229, the nine
stanchions 230 and the handrail 231. Both the stanchions and handrails,
if preferred, can be painted in a dark colour. Carve and glue 10 cockpit
columns 232. Before cutting the batten, make three grooves according
to the measurements indicated. Then, thin down the central part. When
shaped, cut the battens according to the measurements shown.

39 Waist deck 
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40Carve the supports 234 of the handrail table for the bell tower and
insert them in the holes made in part 233. Cut a hole in the bow

deck, between the mast hole for the foremast 123 and the rail 233,
following the measurements indicated. Glue and fix the last six cannons
(three on each side) on the second deck. Mount them as in Steps 22 and
23. Fit the side supports for cannonballs 235, 236 and 237 between each
cannon. Mount the two pin-rails for the foremast with the bitts 238, the
beam 239 and the dowels 170, according to the measurements indicated.
Paint lines on the two barrels 241 to simulate iron rings and glue them
into their base 240, tying them with four eyebolts 86 and thread 91.

40 Waist deck, continued
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41Shape the two gratings 242 according to the measurements
indicated. Sand them down, bending them along the sides, as

done with the gratings in Step 32. Glue the frames 243, 244 and the
battens 245. With the frames 246, 247 and the base of the chimney
248, make the structure for the galley chimney 249, according to the
measurements indicated. On the bow deck, fit the barrels and the
foremast pin-rails made in the previous step. Glue the interior frames
250 and 251 of the gratings and chimney. Carve out the crown of the
bell 252 and the four bell tower columns 253, as shown in the photo.
Glue them to the roof 254 and to the supports 255. Nail the crown
252 to the supports 255 with the pins 33 and fasten the bell 256 to 
the crown 252 with brass wire 257.

41 Bow gratings, chimney and bell tower
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16 Modeling the hull42 Fit parts on bow deck and bitts

42Glue the chimney and its base between the gratings. Fit the exterior frames 258 and 259, having first stained
them. Around the foremast hole, fit 11 eyebolts 86. Carve out the six bitts 260 and make two 1mm-diameter

holes in their lower part. Fit and glue these bitts 260, as shown in the photos. Glue the side pin-rails 201 with nine
dowels, 203 with six dowels and 204 with five dowels, as in Step 36.
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